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1. PURPOSE 
The purpose of this calculation is to determine the surface dose rates of the short codisposal waste 
package (WP) of defense high-level waste (DHLW) and TRIGA (Training, Research, Isotopes, 
General Atomics) spent nuclear fuel (SNF). The WP contains the TRIGA SNF, in a standardized 
18-in. DOE (U.S. Department of Energy) SNF canister, and five 3-m-long Savannah River Site 
(SRS) DHLW pour glass canisters, which surround the DOE SNF canister. 
The results will be used to assess the shieldingperformance of the 5-DHLW/DOE SNF short single- 
CRM (corrosion resistant material) WP. This calculation is performed and documented according 
to the AP-3.12Q (Rev. O/ICN 0) procedure. 
2. METHOD 
The Monte Carlo radiation transport method, which is implemented in the MCNP computer code 
(Briesmeister 1997), is used to calculate surface dose rates of waste packages. MCNP uses the 
continuous-energy cross sections processed from the evaluated nuclear data files (Briesmeister 1997, 
Appendix G). 
3. ASSUMPTIONS 
3.1 The geometry of the 3-m-long SRS canister is represented as a cylinder of nominal length, 
wall thickness, and outer diameter. The basis for this assumption is that radiation 
transport in the upper part of the canister is not affected by the canister shape because this 
portion of the canister is empty and the wall thickness is maintained. This assumption is 
used throughout Section 5. 
3.2 The inner and outer brackets and the divider plates supporting the DHLW canisters are 
neglected. The basis for this assumption is that neglecting the structural components that 
would attenuate radiation is conservative for calculating dose rates on the surfaces of the 
WP. This assumption is used throughout Section 5. 
3.3 The contents and radiation source of the DOE SNF canister are homogenized inside the 
canister cavity. The basis for this assumption is that the dose rates are conservative 
(higher) when the radiation source is closer to the outer surfaces of the WP, and the self- 
shielding of the fuel is reduced allowing more particles to reach the outer surface of the 
WP (CRWMS M&O [Civilian Radioactive Management System Management and 
Operating Contractor] 1998b, Section 6). This assumption is used throughout Section 5. 
3.4 The axial peaking factor that bounds the axial source distribution of the TRIGA SNF is 
1.25. This value is based on the heat profile for a representativepressurizedwater reactor 
assembly (EPRI [Electric Power Research Institute] 1989, page 3-26). This assumption 
is used throughout Section 5. 
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3.5 A Watt fission neutron spectrum is assumed for the neutron spectrum of the TRIGA SNF. 
The basis for this assumption is that the dose rate evaluation is not sensitive to the neutron 
spectrum because the TRIGA SNF neutron dose rate contribution to the total dose rate is 
negligible. This assumption is used throughout Section 5. 
3.6 The chemical composition of the TRIGA spent nuclear fuel is assumed to be the same as 
that of the TRIGA unirradiated (fresh) fuel. The basis for this assumption is that small 
weight variations of the elements do not affect the accuracy of dose results, as long as the 
total weight is maintained. This assumption is used throughout Section 5. 
3.7 Erbium is neglected in the composition of the TRIGA fresh fuel because photon and 
neutron cross sections for erbium are not provided by MCNP-4B2. The basis for this is 
that the calculated dose rates are higher (more conservative) when materials are neglected 
because materials attenuate radiation. This assumption is used throughout Section 5. 
3.8 Stainless steel (SS) 3 16L is assumed instead of SS 3 16NG, as specified in Attachment 11, 
for the inner shell of the WP. The basis for this assumption is that the two materials have 
the same density, which results in nearly identical radiation attenuation properties. This 
assumption is used throughout Section 5. 
3.9 The material compositions of Alloy 22, SA-5 16 Carbon Steel Grade 70, SS 304L, SS 
3 16L, and SS 304 have elements with allowable ranges of weight percentage. For 
elements with weight percent range, the midpoint value is used, and the weight percent 
of the most abundant element is adjusted. The basis for this assumption is that small 
weight variations for the affected elements do not affect the accuracy of dose results, as 
long as the total weight is maintained. This assumption is used throughout Section 5. 
4. USE OF COMPUTER SOFTWARE AND MODELS 
4.1 SOFTWARE APPROVED FOR QUALITY ASSURANCE (QA) WORK 
The MCNP V4B2LV computer code is used to calculate neutron and gamma fluxes on the WP 
surfaces for dose rate evaluations. 
Program Name: MCNP. 
VersionRevision number: Version 4B2. 
Computer Software ConfigurationItem (CSCI) Number: 30033 V4B2LV (CRWMS M&0 
1998a). 
Computer Type: Hewlett Packard (HP) 90001700 Series workstation. 
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The MCNP V4B2LV computer code is an appropriate tool to determine the dose rate on and 
near the surface of a WP containing DHLW glass and DOE SNF. 
This software has been validated over the range it was used. 
This software was previously obtained from the Software Control Management in 
accordance with appropriate procedures. 
4.2 SOFTWARE ROUTINES 
Title: Excel 
VersionIRevision Number: Microsoft Excel 97 
The Excel spreadsheet program was used to perform simple numerical calculations, as documented 
in Section 5 of this calculation. The user-defined formulas, input, and results are documented in 




5.1 CALCULATION INPUTS 
The following sections outline the data used in the calculation of dose rates on the surfaces of the 
codisposal WP and on surfaces near the codisposal WP outer surface. Each MCNP calculation 
requires the following input data: geometry, material, and radiation source parameters. The 
codisposal WP comprises the DHLW disposal container, 5 SRS DHLW glass canisters, the support 
tube, and the DOE SNF canister, which contains three basket assemblies each loaded with 37 
TRIGA SNF rods. Attachment I presents the sketch SK-0124 REV 00 for the TRIGA DOE SNF 
basket assembly. The sketch for the 5-DHLWDOE SNF short single-CRM waste package, SK- 
01 43 REV 01, is shown in Attachment 11. 
The number of digits for the numerical values cited herein may be the result of a calculation or may 
reflect the input from another source; consequently, the number of digits should not be interpreted 
as an indication of accuracy. 
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5.1.1 Disposal Container 
Table 1 presents the geometry and material specifications of the short single-CRM disposal container 
for DHLW glass and DOE SNF. Tables 2 through 4 present the chemical compositions and densities 
for the structural materials of this container. 
Table 1. Geometry and Material Specifications for the Disposal Container 
SOURCE: Attachment II, page 11-1. 
NOTES: " SS 316L is used instead (see Assumption 3.8). 
Also known as Alloy 22 (CRWMS M&O 1999a, page 30). 




Top and bottom inner shell lids 
Top and bottom outer shell lids 
Cavity 
Closure lid gap 
Support tube 
Table 2. Chemical Composition of Alloy 22 
Material 
SA-240 (31 6NG)" 
SB-575 N06022b 









































Density = 8.69 glcm3 
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Table 3. Chemical Composition of SS 316L 
SOURCE: CRWMS M&O 1999a, page 13. 












Table 4. Chemical Composition of SA-516 Carbon Steel Grade 70 
Density = 7.98 g/cm3 
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Density = 7.85 glcm 
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5.1.2 DHLW Glass Canisters 
Tables 5 through 8 provide geometry, material, and radiation source specifications for the SRS 
DHLW glass canisters. 
Table 5. Geometry and Material Specifications for DHLW Glass Canisters 
SOURCE: DOE 1992, pages 3.3-4 through 3.3-6. 
NOTE: a The average fill temperature (i.e., the average temperature of the glass upon completion of filling to 85% of 
canister volume) is 825 "C. The glass volume per canisterwhen cooled to 25 "C is about 0.59 m3. The density 
of the glass is about 2.69 g/cm3 at 825 "C and 2.85 g/cm3 at 25 "C (Stout and Leider 1991, page 2.2.1 .I-4). 









SRS DHLW glassa 
SOURCE: CRWMS M&O 1999a, page 17. 
Material 
SS 304L 



























Density = 7.94 g/cm3 
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Table 7. Chemical Composition of SRS DHLW Glass 
SOURCE: CRWMS M&O 1999b, p. 7. 
NOTES: a The neutron and photon cross sections for I3'Ba were used in calculations because the cross-section tables 
for 137Ba re missing from the ENDFIB-V library. 
Neutron cross-section tables for Zn are missing from the ENDFIB-V library; therefore, the Al neutron cross- 
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2 3 9 P ~  
241P~ 
= 2.85 g/cm3 
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Table 8. Gamma and Neutron Sources per SRS DHLW Glass Canister at Day 1 After Pouring 
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5.1.3 DOE SNF Canister 
Table 9 presents the geometry and material specifications for the short 18-in. DOE standardized SNF 
canister. The chemical compositions and densities for SS '3 16L and SA-5 16 Carbon Steel Grade 70 
are given in Tables 3 and 4, respectively. 
Table 9. Geometry and Material Specifications for the DOE SNF Canister 
SOURCE: DOE 1998a, page 5 and Appendix A. 
In this calculation, the DOE SNF canister is loaded with the TRIGA FLIP (Fuel Improvement 
Program) SNF. The basket assembly inside the DOE SNF canister consists of three sections, each 
of which contains 37 SS-3 16L pipes, accommodating a total of 1 1 1 TRIGA SNF elements. Twelve 
basket support brackets are attached to each section, and three base plates are used to separate the 
sections (see Attachment I). Table 10 presents the masses for the TRIGA FLIP element and the non- 

















Top and bottom curved plates 
Material 
SS 316L 
SA-516 Carbon Steel Grade 70 
SS 316L 

























































Basket support brackets 
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The chemical composition for SS 304 is presented in Table 1 1. 
Table 11. Chemical Composition of SS 304 
SOURCE: ASTM A 240lA 240M-95a, page 2. 
Tables 12 and 13 present the gamma and neutron source terms, respectively, provided in DOE 1999. 
The source terms are for the TRIGA FLIP SNF with the highest burnup and isotopics associated with 
the following characteristics: SS clad, 8.5-wt% U with 70-wt% 235U initial enrichment, and 66.52- 
MWd average burnup. Since the neutron source is available at the 20-year decay time, the neutron 





























1 .OO (rnax) 
0.10 (rnax) 
Balance 
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Table 12. Gamma Source at I-Year Decay Time for the TRlGA FLlP SNF Element 
SOURCE: a DOE 1999, page B-7. 
DOE 1998b, page 8-2. 
NOTE: DOE 1999, page B-7, mistakenly lists the following two upper energy boundaries: 8 and 11 MeV for the average 
group energies 5 and 7 MeV, respectively. 





















Table 13. Neutron Source at 20-Year Decay Time for the TRlGA FLlP SNF Element 
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5.2 DESCRIPTION OF MCNP CALCULATIONS 
The contents inside the DOE SNF canister loaded with the TRIGA SNF are homogenized inside the 
canister volume. The atomic densities (AD) of the materials inside the canister, in atoms/b-cm, are 
calculated according to the following equation: 
rnass,so,o,e(g) * NA (atoms/ mole) 
AD (atoms1 b crn) = 
1 ~ ~ ~ ( b  1 cm2) * volurn~egio,,(cm3) * atomic rna~s,,,~,,(g 1 mole) 
In the above equation,N, is the Avogadro constant,, whose value is 6.0221 367E+23 atoms per mole 
(Parrington et al. 1996, page 59). Attachment I11 presents atomic density calculations. 
Two calculations, one for the gamma and one for the neutron transport, are required. MCNP 
estimates the gamma or the neutron flux averaged over a surface, and then calculates the surface dose 
rates in r e d .  The surface dose rate for a certain energy group is the product of group flux and the 
flux-to-dose conversion factor (Briesmeister 1997, pages H-5 and H-6) for the energy group. Since 
MCNP performs the photon and neutron transport in two separate runs, the total dose rate is the sum 
of the gamma and neutron dose rates. The relative error associated with the total dose rate is derived 
from the variance of the total dose rate. The variance of the total dose rate, 02,,,,, is the sum of the 
variances of the individual dose rates, $. The relative error is given by: 
d C' relative error = :, 
X 
- 
x = estimated dose rate 
For the majority of the surface segments, the total dose rates are dominated by the gamma dose rates. 
The neutron dose rates are comparable to the statistical uncertainty of the gamma dose rates. 
Because the neutron dose rate is very small, neither a neutron dose rate calculation in rad/h nor a 
coupled neutron-photoncalculation is necessary. The gamma doses in r e d  and rad/h are identical 
because the quality factor, which shows the biological effectiveness of the radiation, is unity for 
photons. 
The radiation sources, gamma and neutron, of this WP originate from the six canisters shown in 
Figure 1. Therefore, the MCNP input file specifies these sources through the source distribution 
numbers and the geometrical cell specifications. Attachment IV provides the fractions of gamma 
and neutron source samplings in each canister, required by the source probability (sp) card, and the 
total source intensity, required by the tally multiplier (fm) card. 
In radiation shielding analysis, particle population diminishes considerably due to attenuation in 
shield materials. Preliminary calculations of this case have shown that the gamma-ray intensity 
decreases by a factor of about 18 when passing through the inner barrier and by a factor of about 6 
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when passing through the outer barrier. Therefore, the use of variance reduction techniques is 
required to increase sampling in regions of the tally. Geometric splitting/Russianroulette across cell 
boundaries is the variance reduction techniques employed. Geometric splitting with Russian roulette 
is a reliable variance reduction technique when the importances of adjacent cells are different by a 
factor not greater than 4 (Briesmeister 1997, page 2-1 21). Each particle is split when entering a cell 
of higher importance. The number of split particles is proportional to the relative importance of the 
adjacent cells. The weight of each particle is adjusted by the same factor such that a fair game is 
preserved. On the other hand, if particles enter a cell of lower importance, Russian roulette is played 
so as to improve calculational efficiency by not tracking unimportant particles. In this calculation, 
the relative importances assigned to adjacent cells do not exceed a factor of 4. 
The geometry for the MCNP calculation is shown in Figure 1. Figure 2 shows the surfaces and 
segments used in dose rate tallies. The first radial segment, of 87.8735-cm height, is the portion 
between the top of WP cavity and the top of DHLW glass. Segments 2 through 6 are radial surface 
segments of equal size, each of 43.2253-cm height, between the bottom and top planes of DHLW 
glass., Each WP axial surface is divided into two segments by a circle of 30-cm radius, as shown in 
Figure 2. The axial dose rates for the surfaces 1 m and 2 m from the WP outer surfaces are averaged 
on the segments delimited by the outer radius of the WP 
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Side View: 
Outer Shell Lid 
I lnner Shell Lid 
Top View: 
DHLW 
DOE SNF Canister 
Contents 
lnner Shell 
I I+- Outer Shell 
lnner Shell Lid 
Outer Shell Lid 
NOTE: Drawing not to scale. 
Figure 1. Vertical and Horizontal Cross Sections of MCNP Geometric Representation 
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100 crn 
f [ Segment 10 I 
f I 71.5cm I 
I l l  
I l l  
I 
.......................................... ..................................................................... 4 ................, 5 
l l O O  crn 
NOTE: Drawing not to scale. 
Figure 2. Surfaces and Segments of WP Used in Dose Rate Calculations 
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6. RESULTS 
This document and its conclusions may be affected by technical product input information that 
requires confirmation. Any changes to the document or its conclusions that may occur as a result 
of completing the confirmation activities will be reflected in subsequentrevisions. The status of the 
input information quality may be confirmed by review of the Document Input Reference System 
database. 
Tables 14 through 19 present the radial and axial dose rates on the WP surfaces and at the distances 
of 1 m and 2 m from the outer surface of the WP (see Figure 2 for segment locations) containing five 
SRS DHLW glass pour canisters and the standardized 18-in. DOE SNF canister loaded with the 
TRIGA SNF. The dose rates in rernh and rad/h are practically the same because the contribution 
of neutron dose rate to the total dose rate is insignificant and the quality factor for the gamma 
photons is unity. 
Table 14. Dose Rates on the Radial Surface of the WP Cavity 
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Table 16. Dose Rates on the WP Outer Radial Surface 
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Table 19. Dose Rates on Segments of the Axial Surfaces 
Axial Location 
Top surface of the lower inner 
lid 
Top surface of the lower outer 
lid 
Bottom surface of WP 
Bottomsurfacel mfromWP 
Bottom surface 2 m from WP 
Bottom surface of the upper 
inner lid 
Bottom surface of the upper 
outer lid 
Top surface of WP 
Top surface 1 m from WP 
Top surface 2 m from WP 
Segment 

















WP top surface 
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7. ATTACHMENTS 
The hardcopy attachments are listed below in Table 20. Electronic output files are provided on a CD 
(compact disk) (CRWMS M&O 2000), and are listed in Table 2 1 below. The input files used in this 
calculation are echoed in the output files. Each output file is identified by its name, size (in bytes), 
and the date and time of last access. It should be noted that for files transferred from the HP to the 
personal computer, the date and time reflect the time of transfer. The actual date and time of run 
completion can be found in the file. The CD was written using the HP CD-Writer Plus model 7200e 
external CD-rewritable drive for personal computers. 
Table 20. List of Attachments 
Table 21. File Attributes for the Contents of Electronic Media 







SK-0124 REV 00 
TRlGA DOE SNF Basket Assembly 
SK-0143 REV 01 
5-DHLWIDOE SNF Short Single-CRM Waste Package 
Atomic densities for the homogenized content of the DOE 
SNF canister loaded with TRlGA SNF 
Total source intensity and source intensity fractions of the 
DOE SNF and SRS DHLW glass canisters 
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Mass and Atomic Density Calculation by Element for the Contents of the Standardized 18-in. 
DOE SNF Canister 
Total SS 3 16L mass (kg)=3 *(235.6+10.8+10.6)=771 
Total SS 304 mass (g) = 1 1 1 *(270+530)=88800 
Total Zr mass (g) = 11 1 *(2060+63.7)=235730.7 
Total graphite mass (g) =I11 *450=49950 
Total U-235 mass (g) =I11 * 137=15207 
Total U-238 mass (g) =111*59=6549 
DOE SNF canister cavity volume (cm3)=n*21 .90752*254.7=384029.3865 
Table 111-1. Element or Isotope Mass for the Contents Inside the DOE SNF Canister 
Dose Rate Calculation for the DHLWIDOE SNF Codisposal Waste Package 
CAL-DDC-NU-000001 REV 00 
Attachment 111, Page 111-2 
Table 111-2. Element or Isotope Atomic Densities for the Contents of the DOE SNF Canister 
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Attachment IV, Page IV-1 
Source Intensity Fractions of the TRIGA SNF and 3-m-long SRS Canisters 
The calculation of neutron production at 1 -year decay time is based on the proportionality between 
with actinide activity and neutron production. 
Table IV-I. TRIGA Neutron Source at l-Year Decay Time 
SOURCE: a DOE 1999, page 8-8. 
DOE 1999, page B-4. 







Total neutron source strength (neutronsls): TRIGA: 1.25* 1 1 1 *(1.66E+3+5.36E+0)=2.3 1E+5 
SRS: 5*8.21E+7=4.105E+8 
Total: 4.105E+8+2.3 1 E+5=4.107E+8 
1-Year Decay Time 
Fractions: SRS: 8.2 1 E+7/4.107E+8=0.1999 
TRIGA: 2.3 1E+5/4.107E+8=0.0005 
20-Year Decay Timea 
2. Gamma source strength fractions for source probability (SP) card (peaking factor for TRIGA fuel: 















1 .I 9E-04 
Total gamma source strength (photons/s): TRIGA: 1.25* 1 1 1 * 1.25 lE+l4=1.7358E+16 
SRS: 5*3.68E+15=1.84E+16 
Total: 1.84E+16+1.7358E+16=3.5758E+16 







Fractions: SRS: 3.68E+15/3.5758E+16=0.1029 
TRIGA: 1.7358+16/3.5758E+16=0.4855 
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Attachment V. Page V-1 
OFFICE OF CIVILIAN RADIOACTIVE WASTE MANAGEMENT 
DOCUMENT INPUT REFERENCE SHEET 
1. Document Identifier No.lRev.: 
CAL-DDC-NU-000001 REV 00 




2. Technical Product lnput Source Title and 
Identifier(s) with Version 
Unqual. 
Title: 
Dose Rate Calculation for the DHLWIDOE SNF Codisposal Waste Package 










CRWMS M&O 1998a. Software Qualification 
Report for MCNP Version 4B2 A General Monte 
Carlo N-Particle Transport Code. CSCI: 30033 
V4B2LV. Dl: 30033-2003, Rev. 01. Las Vegas, 





Reference to Software 
Qualification Report 
NIA 
CRMWS M&O 1998b. Calculation of the Effect of 
Source Geometry on the 27-PWR WP Dose Rates. 
BBAC00000-01717-0210-00004 REV 00. Las 





keference for geometric 
representation of source regions 
NIA NIA 
CRMWS M&O 1999a. Waste Package Materials 
Properties. BBA000000-01717-0210-00017 REV 
00. Las Vegas, Nevada: CRWMS M&O. ACC: 
MOL.19990407.0172. 
pp. 13 and 
30 
pp. 10 and 
17 
Chemical composition and 
density for Alloy C-22 and 
stainless steel 316L 
Materials composition; 
compositions and densities of 
304L and A516L 
CRMWS M&O 1999b. DOE SRS HLW Glass 
Chemical Composition. BBA000000-01717-0210- 
00038 REV 00. Las Vegas, Nevada: CRWMS 
M&O. ACC: MOL. 1999021 5.0397. 
p. 7 TBV-3022 
NIA CRMWS M&O 1999~.  Source Tenns for DHLW 
Canisters for Waste Package Design. BBA000000- 
01 71 7-021 0-00044 REV 00. Las Vegas, Nevada: 




SRS chemical composition of 
HLW glass 
3 
TBV-4063 5.1 Photon and neutron spectra for 
SRS DHLW glass. 
3 
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Attachment V, Page V-2 
OFFICE OF CIVILIAN RADIOACTIVE WASTE MANAGEMENT 
DOCUMENT INPUT REFERENCE SHEET 
1. Document Identifier No.lRev.: I Change: 1 Title: 
CAL-DDC-NU-000001 REV 00 
CRMWS M&O 2000. Electronic Output Files for 
Dose Rate Calculation for the DHLWIDOE SNF 
Codisposal Waste Package. CAL-DDC-NU-000001 
REV 00. Las Vegas, Nevada: CRWMS M&O. Las 
Vegas, Nevada: CRWMS M&O. ACC: 
MOL.2000125.0684. 
ASTM A 240lA 240M-95a. 1995. Standard 
Specification for Heat-Resisting Chromium and 
Chromium-Nickel Stainless Steel Plate, Sheet, ana 
Strip for Pressure Vessels. Philadelphia, 
Pennsylvania: American Society for Testing and 
Materials. TIC: 242434. 
DOE (U.S. Department of Energy) 1992. 
Characteristics of Potential Repository Wastes. 
DOEIRW-0184-R1. Volume 1. Washington, D.C.: 
U.S. Department of Energy, Office of Civilian 
Radioactive Waste Management. ACC: 
HQ0.19920827.0001. 







2. Technical Product Input Source Title and 
Identifier(s) with Version 
Only 






5.1 CRMWS M&O 19994. Volume/Mass of DOE 
Canister and TRlGA SNF. BBA000000-01717- 
0210-00046 REV 00. Las Vegas, Nevada: 




6. lnput Description 
Mass of TRlGA DOE SNF basket 
assembly 













DOE (U.S. Department of Energy) 1998a. "Design 
Specification." Volume 1 of Preliminary Design 
Specification for Department of Energy 
Standardized Spent Nuclear Fuel Canisters. 
DOEISNFIREP-01 1, Rev. 1. Washington, D.C.: 
U.S. Department of Energy, Office of Spent Fuel 






MCNP output files for this 
calculation 
NIA 
Chemical composition for 
stainless steel 304 







HLW glass canister dimensions, 
















3 X NIA NIA 
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Attachment V. Pane V-3 
OFFICE OF CIVILIAN RADIOACTIVE WASTE MANAGEMENT 
DOCUMENT INPUT REFERENCE SHEET 
1. Document Identifier No.lRev.: 
CAL-DDC-NU-000001 REV 00 
Change: 1 NlA Title: Dose Rate Calculation for the DHLWIDOE SNF Codisposal Waste Packa~e 
lnput Document 
DOE (US. Department of Energy) 1998b. FFTF 
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Analysis. DOEISNFIREP-032, Rev. 0. Washington, 
D.C.: U.S. Department of Energy. TIC: 241492. 
DOE (U.S. Department of Energy) 1999. TRlGA 
(UzrH) Fuel Characteristics for Disposal Criticality 
Analysis. DOEISNFIREP-048, Rev. 0. Washington, 
D.C.: U.S. Department of Energy. TIC: 244162. 
2. Technical Product lnput Source Title and 




EPRI (Electric Power Research Institute) 1989. 
Testing and Analyses of the TN-24P PWR Spent- 
Fuel Dry Storage Cask Loaded with Consolidated 
Fuel. EPRI NP-6191. Palo Alto, California Electric 
Power Research Institute. TIC: 207047. 
Stout, R.B. andLeider, H.R., eds. 1991. Preliminary 
Waste Form Characteristics Report. Version 1 .O. 
Livermore, California: Lawrence Livermore National 
Laboratory. ACC: MOL.19940726.0118. 
Parrington, J.R.; Knox, H.D.; Breneman, S.L.; 
Baum, E.M.; and Feiner, F. 2996. Nuclides and 
Isotopes, Chart of the Nuclides. 15th Edition. San 
Jose, California: General Electric Company and 
KAPL, Inc. TIC: 233705. 
Entire 
Monte Carlo N-particle Transport Code LA-1 2625- 
M, Version 4B. Los Alamos, New Mexico: Los 
Alamos National Laboratory. ACC: 
1 8. TBV Due To 
From Un- 
Uncontrolled confirmed 
Unqual I Source I 6. Input Description itatuz!nput 1 :ection 1 Used in 
Upper energy boundaries for 2 - .I 
Reference gamma source 
TBV-4065 5.1 Initial heavy metal loading in 
TRlGA fuel elements 
7. TBVTTBD 
Priority 
Gamma and neutron sources for 
TBv4064 1 ii. lyd 1 a TRIGA-FLIP SNF 
I NIA 
NIA 
X 1 NIA 












I NIA - 
Reference 
Peaking factor value 
Density of HLW glass 
Att. Ill 
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Reference to software users' 
manual 
X 
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NIA 
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NIA NIA 
